
The solar post functions from 
dusk till dawn with the LED 
light set at 30% brightness 
with a sensor activating the LED 
light to 100% Brightness on 
approach.
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specifications
• Dimensions Solar Quad 100: 1 Meter
  Solar Quad 200: 2 Meter
  Solar Quad 300: 3 Meter

• Material Stainless Steel

• Finish Powder Coated RAL 7016

• Solar Power Solar Quad 100: 48w
  Solar Quad 200: 96w
  Solar Quad 300: 144w

• Battery Solar Quad 100: 12v 10Ah
  Solar Quad 200: 12v 20Ah
  Solar Quad 300: 12v 30Ah

• LED Solar Quad 100: 1 Watt
  Solar Quad 200: 2 Watt
  Solar Quad 300: 3 Watt

• Lumens 110lm at 100% Brightness 
  33lm at 30% Brightness

• Light Colour Cool White 6000k 
  or Warm White 3000k
  IP65

• Warranty 2 Years 

solar quad 100/200/300
WY1801A / 1M / 2M / 3M solar quad four-sided 360˚ lighting

The solar quad post comes in heights of 1m 2m and 3m.produced from stainless steel and 
finished in any RAL colour the LED light spreads 360 degrees.

•  Sensor activated with 100% brightness on approach operating from dusk to dawn.
•  Ideal application for parks, roads, campuses, drives, paths, housing developments and public spaces.
•  These light settings have been designed for the northern European climate.
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